
G+W surface box TYPe 4056 KU

DIN 3580 and DVGW VP310-2 tested

Features and benefits

• Synthetic lid; available in various colours
• Corrosion and maintenance free 
• Lid and surface box do not freeze together
• Further weight reduction compared to traditional materials
• Used materials are recyclable and disincentive for thieves
• Various lid inscriptions on request
• Patented locking clip around bolt 

Optional

• Cast iron lid
• Lockable lid
• Bolt with spring

Synthetic surface box
Fixed height | Synthetic lid
Design derived from DIN 4056

For gate valves
Standard lid inscription: W

Fixed height
	 classic
	 Pavement
	 Special

height adjustable
	 classic
	 swiss model
	 FUGENRING

accessories

Version AO

CO2 eq.
6,6 kg.

G+W Armaturen GmbH	 Phone: 	 +49(0)7263 409220	 Bank:	 Ust-Id: DE 222587347 – HRB 341744
Industriestraße 4	 Fax:		  +49(0)7263 4092210	 Sparkasse Heidelberg	 St.-Nr.: 44077/15546 FA Sinsheim
74933 Neidenstein	 E-Mail:	 info@gw-strassenkappen.de	 BLZ: 672 500 20	
	 Web:		 www.gw-strassenkappen.de	 Kto-Nr.: 18 024 691



G+W Surface box TYPe 4056 KU

	 G+W ref. nos. 

	 80-31-0940XXX

The designs, materials and specifications shown are subject to change without notice due to the continuous development of our product programme.

Reference nos. and nominal dimensions

	 Da	 Dd	 Dl	 Di	 Df	 H	
	 mm	 mm	 mm	 mm	 mm	 mm	

	 190	 159	 105	 185	 270	 270	

 	 Weight box	 Weight lid	 Total weight
 	 in kg	 in kg	 in kg

	 2.1	 0.6	 2.7

	

Component list

1. Lid 		  PP-GF40
2. Notched hexagon head bolt M12	 A2-70
3. Locking clip 		  PP
4. Housing 		  P123
5. U-Lifting bolt M8		  A2
6. Washer M8		  A2
7. Prevailing torque nut M8		  A2
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Rev. Description Date  By

AC+ Added balloons to section A-A + 
updated BOM 29-4-2015 JvdG

AC Added balloons to section A-A + 
updated BOM 29-4-2015 JvdG

AB Updated drawing 18-11-2014 JvdG

Dimension: Size (mm): 

Da 190
Dd 158.50
Dl 105
Di 185
Df 270
H 270

Pos. nr. Quantity Description/title Material

01 1 Cover MD-KU 4056 W SF PP-GF40 

02 1 H-4056 sf G+W PA+
03 1 Locking clip PP 

04 1 Notched bolt M12 AISI 304
05 1 U-Lifting bolt M8 AISI 304

06 2 Plain washer without chamfer M8-A2-ISO 7089 - DIN 125 A2
07 2 Prev. torque nut with plastic insert M8 ISO 10511 - DIN 985 A2
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Rev.:

Drawn by: 

Appr. by:

18-4-2015

Scale: 1:2

See BOM

2636.76 Gr.

-
Article No.:

0-3 ± 0,1
3-30 ± 0,3
30-300 ± 0,5
300-2000 ± 1
angle ± 1º

tolerances      ISO-406
roughness       ISO-1302
geometry tol  ISO-1101
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